LAB & RETENTION

b e t a t i t a n i u m w i r e

TRITANIUM™ BETA TITANIUM TRITANIUM™ BETA TITANIUM
STRAIGHT WIRE

Highly resilient Tritanium™ Beta Titanium Wire designed

INCHES MM SHAPE ITEM NUMBER

: : ALx 4 40.870. . . . . .
016 X016 A4lx 4l Rectangle  4040870.01616 as a high-force wire with superior malleability and low

016x.022  A41x.56  Rectangle ~ 4040.870.01622 deflection. It comes in fourteen inch sections and aims

017x.025  43x .64  Rectangle 4040.870.01725 to have a smooth surface for less frictional force. This
018x.025  46x .64 Rectangle  4040.870.01825 Nickel-Free straight wire is perfect for mid to late stag-
019x 025 48x .64 Rectangle  4040.870.01925 es of treatment. It works perfectly for aligning, rotation,

space closure, custom tipping, and tooth movement.

BLUE NICKEL COBALT
BLUE NICKEL COBALT STRAIGHT WIRE

INCHES MM SHAPE ITEM NUMBER Our Blue Nickel Cobalt Wire aims to be very forgiving

and malleable, making it perfect for intricate bending.

016 x.022 41x.56 Rectangle 4040.850.01622 . . . . :
This wire comes in fourteen inch sections for easy

use. The ability to heat treat after formation allows our
wire to increase resiliency and strength significantly.
The Blue Nickel Cobalt wire is preferred by laboratory
technicians because of its excellent use with removable

and functional appliances, as well as archwires.

*OC Orthodontics prescriptions do not imply endorsements by the doctor.



LIGATURE

PREFORMED LIGATURE WIRE TIES

Preformed Ligature Wire Ties are a time-saving dead soft stainless steel ligature wire with a twisted end for quick
placement. 1000 per preformed pack. 500 per shorty pack.

\—/ ,
PREFORMED LIGATURE WIRE TIES SHORTY LIGATURE WIRE TIES

QUANTITY COLOR SIZE ITEM NUMBER QUANTITY COLOR SIZE ITEM NUMBER
009" 60.40.700.00009 500 Metal .010" 60.40.700.10000
010" 60.40.700.00010
1000 Metal
011" 60.40.700.00011
012" 60.40.700.00012

KOBAYASHI LIGATURE WIRE TIES

Kobayashi Ligature Wire Ties offer a spot-welded auxiliary
hook which may be added to any bracket by simply tying
in the archwire. Made from adaptable .012 or .014 ligature
wire. The Shorty Kobayashi Ligature Ties aim to provide
pre-wound pigtails for extra easy engagement.

KOBAYASHI LIGATURE WIRE TIE HOOKS SHORTY KOBAYASHI LIGATURE WIRE TIE HOOKS

QUANTITY SIZE ITEM NUMBER QUANTITY COLOR SIZE ITEM NUMBER

012" 60.40.700.00120 012" 60.40.700.00121
100 100 Metal
014" ©60.40.700.00140 014" 60.40.700.00141
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HOOKS & STOPS

CRIMPABLE BALL HOOK
906.0004

These Crimpable Ball Hooks effortlessly crimp onto
archwires for precise placement inside or outside of the
mouth. Their strong, non-sliding locks aim to keep them
firmly in place during treatment. The ball hook can be
bent for right or left applications. Fits round or rectangu-
lar wire up to .018 x .025.

CRIMPABLE STOP
906.0005 | dudieid

This metal injection molded Crimpable Stop is de-
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signed to be used anywhere on an archwire to limit
tooth movement or maintain correct wire positioning.
Fits round or rectangular wire up to .021 x .025 inches.

MICRO STOP

The Micro Stop is designed to be used to limit movement

25 PACK
MICRO STOP

or provide anchorage. Its small size makes it both com-
fortable for the patient and inconspicuous. Simply thread DESCRIPTION ITEM NUMBER

the Micro Stop through the archwire to the desired loca-

Small Micro Sto
tion and crimp with a dull cutter, like a Weingart Plier or Round Wire: 012 _%18 6040.290.00613

almost any other holding pliers.

Large Micro Stop

Square Wire: .020 x.020

Rect. Wire: .014 - .025 up 6040.290.06150
to max of .019 x.025




OPEN COIL
OPEN COIL SPRINGS

These Open Coil Springs are designed to gently and efficiently open
and maintain space in a convenient cut to length design. Three 7"
lengths per package or 21" spool. Made from durable nickel titani-

um material.
m y%q Q\N\N&N‘
INNER WIRE FORCE THREE 7"
DIAMETER ~ DIAMETER SPOOL LENGTHS
009’ Extralight ~ 6040.212.00021  6040.211.00007
H 010" Light 604022200021  6040.221.00007
o 012" Medium 6040.232.00021  6040.231.00007
014° Heavy 604024200021  6040.241.00007
010" Medium Light ~ 60.40.282.00021  60.40.281.00007
036" 012" Medium Heavy  6040.272.00021  60.40.271.00007
014° Extra Heavy ~ 6040.252.00021  6040.251.00007
045° 010° Facebow 604026200021 6040.261.00007

OPEN COIL SPRINGS SIZED IN
15MM LENGTHS

Designed for opening spaces up to 15mm. This coil
aims to expand after placement providing light, con-
tinuous force for optimum patient comfort. Place the
spring over the archwire and compress to as small as
3mm between brackets or engaging a stop. Made from
durable nickel titanium.

MOLAR DISTALIZING
OPEN COIL SPRINGS

Molar Distalizing Open Coil Springs are designed to de-
liver a gentle 100 grams of force, achieving an average
of Imm to 1.5mm distalization per month. Intermit-
tent closed coil sections allow end stops when cut to
length. Place over archwire and anchor with stop hook
and elastics for maximum effectiveness. .045" identi-
fication. Three 7" lengths per pack or 21" spool. Made

from durable nickel titanium material.

| 10/PACK
15MM LENGTH OPEN COIL SPRINGS
INNER DIAMETER FORCE ITEM NUMBER
100gm (Light 60.40.223.00015
035" 150gm (Mediurm) 60.40.233.00015
200gm (Heavy) 60.40.243.00015

VY WY W

DESCRIPTION ITEM NUMBER
7" Lengths (3) 60.40.201.00007
21" Spool (1) 60.40.202.00021
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SPECIALTY SPRINGS

GOODMAN TORQUING SPRING

Gain full control of your treatment with the Goodman Torguing Spring™. This spring is

designed to be placed to gain lingual or labial root torque on any tooth. Root alignment is
important in preventing relapse and nothing moves roots faster, with better accuracy and
control, than the Goodman Torquing Spring. Available in two sizes to fit any tooth.

2
GOODMAN TORQUING SPRING 2
2
SIZE ITEM NUMBER >
0
Small 60.40.506.00001 m
(V2]
Large 6040507.00001 Q
m
(%]

Large springs are for maxillary centrals, cuspids, and possible
maxillary laterals.

Small springs are for mandibular incisors and small maxillary
laterals.

Springs fit .016 x .022, .017 x .025, .016 x .025, .018 x .025, and .019
x.025.

10 PACK

CLOSED COIL SPRING CLOSED COIL SPRING

These Closed Coil Springs aim to deliver ideal forces for

FORCE LENGTH ITEM NUMBER
space closure maintenance applications, including Class
- ; ; ; 9mm 60.40.110.09075
[lintra-arch maxillary retraction. The eyelet design allows 75gm (extra light)
versatile placement alternatives, while two lengths and 12mm 6040110.12075
[ 9mm 60.40.120.09150
four force ranges accommodate any application. 150gm (iight
12mm 6040.120.12150
9mm 60.40.130.09200
200gm (medium)
12mm 60.40.130.12200
9mm 60.40.140.09250
250gm (heavy)
12mm 60.40.140.12250

CLOSED COIL SPRING 21" SPOOL

FORCE LENGTH ITEM NUMBER
75gm (extra light) 21 6040.112.21075
150gm (light) 21 60.40.122.21150
200gm (medium) 21" 60.40.132.21200

250gm (heavy) 21" 6040.142.21250




Bl INSTRUMENTS

MISCELLANEOUS INSTRUMENTS

SELF-LOCKING BRACKET
TWEEZER—-ANGLED

60.90.700.00400

Thin tip fits between tie wings and bracket base. Especially useful for
posterior or lingual bonding.
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POSITIONING TOOL
916.2063-10 Measures 3.5-5.0
916.2064-10 Measures 5.5-7.0

Double ended measuring tool ideal for SAP bracket placement. Use it to
precisely measure SAP bracket placement heights from the incisal edge.
Scaled for .022 bracket slots. Made with durable plastic. Single use.
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MISCELLANEOUS INSTRUMENTS

H4/PITTS21 OPENING INSTRUMENT
946.1001

The H4/Pitts21 Opening Instrument has been specifically designed
to help open stubborn doors that have become stuck shut due to
plaque build-up and poor hygiene.

SININNYLSNI

ARCHWIRE SEATING INSTRUMENT
246.1002

Used to fully seat the archwire into the archwire slot. It's the
perfect tool for fully seating and de-torque larger cross-section
archwires like .019" x .019" and .020" x .020". The tool also sim-
plifies the installation of archwires with smaller cross-sections
and more resilient materials like Nickel-Titanium. The ligating
door on the Pitts21 or Clear21 brackets are easily closed once
the archwire is fully seated into the archwire slot.




HIGH QUALITY,

INSTRUMENTS
RELIABLE INSTRUMENTS

Front Working Jaw
\ Wear and corrosion resistant metal inserted jaws

\ Made with highest quality hard (German
% (6\\\ Stainless Steel).

v
Hand Crafted Box Joint Construction
The most reliable design possible

Box-joint

— Lifetime Warranty
Against forging breakage

Concave Design
For easy and efficient cutting

Stainless Steel «—
Forging is made with highest
quality durable (Surgical Grade
Stainless Steel).

Hand-Crafted in the LE MED «——

Your insurance of quality

Super Elegant White
Matte finish.

%)
i
14
|
7]
o
I
-
14
®)
w
-

=== D




INSTRUMENTS
GmbH

"> INNOVATION
» CLASS
» QUALITY

DOWNLOAD CATALOG

< -

@D - oduced By EDITION 2023
@ Lt MED Instruments GmbH

Garmany ORTHODONTIG INSTRUMENTS



R E L I A N c E ® RELIANCEORTHODONTICS.COM

ORTHODONTIC
PRODUCTS

Family Owned. Privately Held.
Domestically Made.

ESTABLISHED 1981

MADE IN THE U.S.A.




tel. (22) 406 17 80
www.orthogroup.pl



